ARCHED TOGGLE LOCK COPING

STAINLESS STEEL SPRINGS
/ / / TOGGLE LOCK
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\ 20 GA. GALV ANCHOR CLEA/

12" WIDE 60" O.C.

5/8"—==

/ 60" LONG
SECTIONS

.

v

RADIUS BACK

ATTACHMENT

\%RTIGHT SEALANT-
TOGGLE LOCK DETAIL

\\ NEW CASTLE

METALSALES@NCMETAL.COM | 516.207.7708 IO @ ®

NON PENETRATING

!

—=— 5/8"

TOG-L-LOC ATTACHMENT FEATURES

NO RIVETS, SCREWS, OR
PENETRATING FASTENERS

FATIGUE RESISTENT
FINISH WARRANTY ENTACT
LEAK PROOF

REQUIRES NO POST FINISHING

PROJECT DETAILS

JOB NAME:
CUSTOMER:
DATE:

MATERIAL:

[]24GA GALVANIZED
[].032 ALUMINUM
[].040 ALUMINUM
[1.050 ALUMINUM
[].063 ALUMINUM
ClOTHER

COLOR: |-SELECT ONE-

FINISH:
[JKYNAR
CIMILL FINISH
CIs.M.P.
CJANODIZED

QUANTITY:
LINEAR FEET:
OUTSIDE MITER:
INSIDE MITER:
END CAP (LEFT):
END CAP (RIGHT):

[JOPTIONAL TRIM RING

NOTES:
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