
NCM WALL SERIES

TESTING
• ASTM E 1592

– 24 gauge steel

– 22 gauge steel

– .032 aluminum

– .040 aluminum

• ASTM E 283-04

• ASTM E 331-00

• ASTM E 1680-05

• ASTM E 1646-95

PRODUCT FEATURES
• 35-year non-prorated finish warranty

• Matching screws and rivets

• Closure strips available

• Precut short lengths (5'-0" minimum)

•  Panel lengths up to 30' on steel and 22'
on aluminum

MATERIAL COLOR OPTIONS
• 43 stocked colors (24 gauge steel)

• 16 stocked colors (22 gauge steel)

• 36 stocked colors (.032 aluminum)

• 22 stocked colors (.040 aluminum)

• 29 stocked colors (.050 aluminum)

• Drexlume™ available

MATERIAL SUBSTRATES
• .032 aluminum

• .040 aluminum

• .050 aluminum

• 24 gauge steel

• 22 gauge steel

• Drexlume

SPECS
• 41", 36" Wide

• 1 ¼" High
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7/8” Corrugated

EXPOSED FASTENER

39.75”

2.667”
7/8”

37.33” COVERAGE WITH 1 LAPPED RIB FOR SIDING
34.67” COVERAGE WITH 2 LAPPED RIBS FOR ROOFING

6/8/17 - JESSICA - changed 1/2” Corrugated + 7/8 Corrugated width decimals to fractions.
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2.667” 1/2”

42.67” COVERAGE WITH 1 LAPPED RIB FOR SIDING
40” COVERAGE WITH 2 LAPPED RIBS FOR ROOFING
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